
AEROLITE RETRACTABLE LOUVRE SYSTEM
The best l ink between the inside and the outside wor ld is a good shading 
system - Aerol i te Retractable Louvre System provides unparal le led 
versat i l i ty,  funct ional i ty and guarantees your air-condi t ioning system 
operates ef f ic ient ly ensur ing substant ia l  energy savings are achieved.

w Angle of the Louvre blades may be adjusted in any position to provide privacy, ventilation, UV protection, 
without impeding the outward vision.

w Aerofoil profiled slats are uniquely rollformed, this combined with anti-friction inserted side tracks 
guarantees complete stability in all high wind areas.

w Patented Texibond lifting tape has been designed with high abrasion resistance, while Terrylene ladder 
braid ensures tapes are anti-rot and UV resistant.

w Available in a durable double baked enamel powder coat finish ensuring easy integration and long-life.

w Automated control systems are available including, sun, heat, and wind sensors, while the system is easily 
integrated into most building management systems.



Please note illustrations are not to scale. All measurements are in millimetres. Please contact your Viva Sunscreens representative for additional information.

www.vivasunscreens.com

Sydney Awning Centre: 
1/6 Herbert Street, St. Leonards, NSW 2065

Melbourne Awning Centre: 
393 Swan Street, Richmond, Victoria 3121

P  1300 78 28 78
E  products@vivasunscreens.com

AEROLITE RETRACTABLE LOUVRE SPECIFICATIONS

BLADE SIZE AEROLITE 80 MODEL: 80mm
AEROLITE 72 MODEL: 72mm

HEADBOX Extruded aluminium headbox houses the tilt, raise and lower mechanism
ADJUSTING TAPES Patented Textband! lifting tape and Terrylene ladder braid
PELMET Custom made pelmets are provided where required
SIDE TRACKS Extruded aluminium with anti-friction inserts
FINISHES Headbox and side tracks are available in over 200 colours
BLADE COLOURS White, Ivory, Bronze and Silver
OPERATION High torque electric motor, or gear mechanism handle winder
CONTROLS Automated controls include: 3 x Lux and 2 level wind sensors
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RETRACTABLE
LOUVRE SYSTEM

BLADE TYPE: AEROFOIL BLADE

ACTUAL SIZES
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MODEL: AEROLITE 72 BLADE TYPE: HIGH-WIND
INTERLOCK SERIES BLADE
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