
VITARRO RETRACTABLE SUNROOF SYSTEM
The Vi tarro Retractable Sunroof System uses intel l igent German 
design, engineer ing and manufactur ing to provide an ef fect ive means 
of  sun control  for  conservator ies,  balconies and pergolas.

w Compact and elegant cocoon styled cassette ensures fabric, motor and running gear is completely 
guarded from the harsh environment whilst the system is in the fully retracted position.

w The patented return motion spring assembly system intelligently matches spring tension to the size 
of the fabric, this guarantees constant fabric tension is maintained throughout the cover at all times 
± making the Vitarro Retractable Sunroof arguably the most reliable system of its kind available.

w Components are manufactured from drop-forged aluminium, 6061 extruded aluminium and marine 
grade 316 stainless steel fixings, all with a superior double baked enamel powder coat finish.

w Viva Sunscreens range of quality textiles presents the ultimate balance between visibility and light 
transmission control whilst providing incomparable weather resistance and ease of maintenance.

w The Vitarro Sunroof System utilises the latest German engineering techniques and is ISO 9001 safety 
tested by German TUV (Product Safety Certification).   



Please note illustrations are not to scale. All measurements are in millimetres. Please contact your Viva Sunscreens representative for additional information.

www.vivasunscreens.com

Sydney Awning Centre: 
1/6 Herbert Street, St. Leonards, NSW 2065

Melbourne Awning Centre: 
393 Swan Street, Richmond, Victoria 3121

P  1300 78 28 78
E  products@vivasunscreens.com

SIZES
SQM Max 18m!

WIDTH Min 1350mm Max 4500mm
PROJECTION Min 800mm Max 4500mm

COLOURS
STANDARD White, Black, White Aluminium
OPTIONAL 3 standard colours 300 colours available in the European RAL Powder Coat Range 

OPERATION
ELECTRICAL Remote operation. Optional - wind, sun, rain sensors and timer or interface with BMS 

SIDE CHANNELS
MATERIAL Powder coated 6061 grade extruded aluminium with kevlar reinforced belt drive mechanism within channel

HEAD BOX
MATERIAL Powder coated 6061 extruded aluminium

SIZE 216mm x 147mm
TOP ROLLER

MATERIAL Heavy-duty galvanised roller tube
DIAMETER 78mm

FRONT BAR
MATERIAL Powder coated 6061 extruded aluminium
DIAMETER 75mm

MOUNTING BRACKETS
MATERIAL Drop forged aluminium with stainless steel key connections

FABRIC 
MARINE GRADE ACRYLIC100% dope dyed acrylic ªSunacrylicº ® bre-orchestra

SUNSCREEN MESHHigh tenacity polyester core yarn sunscreen - Oxygen S5 (5% openness) S15 (15% openness) ranges 
STANDARD COLOUR OPTIONS

OR CUSTOM COLOUR ON REQUESTWhite/RAL 9016 White Aluminium/RAL 9006 Black/RAL 8022

VITARRO RETRACTABLE SUNROOF SYSTEM SPECIFICATIONS

Optional intermediate bar
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